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A NEW DRAWING, SEE ECN #1221 FOR CHANGES SK 10/12/06
B SEE ECN #1277 FOR CHANGES SK 01/23/07
C ADDED NOTE 3, CO 200675 SK 06.03.2011
D ADDED MATERIAL UL94 V-0, CO 200681 SK 06.10.2011
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NOTES:
1. STANDARD MATERIAL: NYLON 6/6 UL 94 V-2 (RMS-01),COLOR NATURAL.
2. ALTERNATE MATERIAL AVAILABLE BY SPECIAL ORDER:
    NYLON 6/6 UL94 V-0 (RMS-19) COLOR NATURAL.
   TO ORDER REPLACE "-01" WITH "-19NT"
3. RIB FEATURE NOT PRESENT ON "UBM/UBMC-12.3M" PARTS

*PARTS AVAILABLE BY SPECIAL ORDER ONLY

FIGURE 1

 UBM (FIGURE 1)

PART NO.

*UBMC (FIGURE 2)

PART NO.
DIM. "A"

UBM-12.3M-01 *UBMC-12.3M-01 .48 [12.3]
UBM-15.5M-01 *UBMC-15.5M-01 .61 [15.5]
UBM-22.0M-01 *UBMC-22.0M-01 .87 [22]
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