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REVERSE CURRENT ( VR=5V)
OPERATING TEMPERATURE RANGE
STORAGE TEMPERATURE
LEAD SOLDERING TEMPERATURE (1/16" FROM BODY)

ABSOLUTE MAXIMUM RATINGS (Ta = 25°C)
REVERSE VOLTAGE

-30°C  ~  100°C
260°C for 5 Seconds

100µA
5V

-25°C  ~  85°C
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ITEM

1

R4XXX

PART NUMBER

PMR4

1

1

Q'TY

2 X 4mm Rectangular LED, See Page 2

PART DESCRIPTION

Rectangular LED Holder, Panel Mount, Press Fit

0.158 [4.0mm]
0.083 [2.1mm]
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0.040 [1.0mm]
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MIN.

0.128 [3.3mm]

0.210 [5.3mm]

0.218±0.002

0.137±0.002

RECOMMENDED MOUNTING HOLE
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P M R 4 G D
LED COLOR AND
LENS APPEARANCE
LED PANEL MOUNT
SERIES

PART NUMBER DESIGNATION

NOTES:
1. ADDITIONAL LED OPTICAL / ELECTRICAL DATA AVAILABLE @ WWW.BIVAR.COM

AVAILABLE CONFIGURATIONS

TYP MAX TYP

PMR4AD AMBER 605 80 30 150 2.0 2.8 6 120 R4AD
PMR4BWD BLUE 430 150 25 70 4.0 4.5 6 120 R4BWD
PMR4GD GREEN 568 80 30 150 2.1 2.8 8 120 R4GD
PMR4HD HE RED 625 80 30 150 2.0 2.6 8 120 R4HD
PMR4PGD PURE GREEN 555 80 30 150 2.2 2.8 2 120 R4PGD
PMR4RD RED 700 45 30 80 2.1 2.6 0.4 120 R4RD
PMR4YD YELLOW 590 85 30 150 2.0 2.6 6 120 R4YD

STANDARD SINGLE COLOR LED ASSEMBLIES (20mA)
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