
With standard bushing

Security caps prevent any inadvertent lever operation.
When the cap is raised, the lever can be operated freely.
When the cap is fully depressed, the lever is reset/locked in a stable position.
They are designed for use on switches with Ø 11,9 (.468) or Ø 12 (.472) threaded
bushing and lever length 17,5 (.688) outside bushing.

Note : For correct switch operation, the security cap should be adjusted properly by
means of 2 nuts.

• Lever returned then locked in upper position

• Lever returned then locked in down position (OFF)

• Support plate : matt black steel
• Cap : thermoset or thermoplastic 

(20PN, 200PN, 300PN)
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• Lever returned then locked in down position (OFF)
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On this model, holes for wiring a seal are standard.



With standard bushing 

• Lever returned then locked in upper position
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Model (with smaller aperture) recommended for the 12000 series.

• Lever returned then locked in center position
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• Lever returned then locked either in lower or in upper position
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• Lever not locked, but protected in the position where left
by the user
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With flatted bushing

• Lever returned then locked in center position
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• Lever returned then locked in down position (OFF)
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• Lever returned then locked in upper position
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• Lever returned then locked in upper position
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With flatted bushing

Holes for wiring a seal

Cap engraving available : consult factory. (.059DIA)
Ø1.50

• Lever not locked, but protected in the position where left
by the user.
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• Lever returned then locked either in lower or in upper position
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With standard or flatted bushing

• Lever locked in center position

To build a part number, select desired option from each category here below.

Locks in center
position

Prevents down
position

Prevents up
position

Locks in down
position

Locks in up
position

Plate features holes for wiring a seal.
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• Spring-loaded cover returning automatically in lower position.
The user has to keep the cover raised while actuating the switch.
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