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SHROUD                       BODY                               CONTACT PIN                     CRIMP TUBE          

                                
 
 
 

 

1. STRIP CABLE DIMENSIONS AS SHOWN. 

                 

               

 

2.1  SLIDE CRIMP TUBE OVER THE CABLE  
       JACKET. 

  2.2 INSERT CABLE CENTER CONDUCTOR 
INTO CONTACT , AS SHOWN 

  2.3  
A. CRIMPING CONTACT PIN WITH HAND 

CRIMP TOOL. 
 
   HAND TOOL  
   DANIELS AFM8 (Depth Setting 4) 

 
OR 
 

B. CRIMPING CONTACT PIN WITH  
SOLDER (AWG. 26 AND AWG. 30).         
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3.INSERT CABLE /CABLE ASSEMBLY INTO  
   CONNECTOR BODY TO THE INTERFACE  
   DIMENSION, AS SHOWN. 

 

 
4. SLIDE CRIMP TUBE OVER BRAID UNTIL  
    BOTTOM AND CRIMP USING 3.25mm (.128) 

HEX DIE. USING HAND CRIMP TOOL. 
    
    HAND TOOL 

 
   
  CRIMPING DIES 

           
 
HAND TOOL W/ DIE  (Part NO: 73415-4550) 

         

5. INSERT SUB ASSY (STEP 4) INTO THE 
SHROUD 

    

 6. PRESS THE CLIP INTO IT. 

        


