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PRINTED CIRCUIT PINS • NAIL HEAD TYPE

4209
4209-0-00-XX-00-00-33-0
Solder mount in .022 mounting hole

4965
4965-0-00-XX-00-00-33-0
Solder mount in .024 mounting hole

.015

.305

.050 DIA.

.020 DIA.

4071
4071-0-00-XX-00-00-33-0
Solder mount in .024 mounting hole

.020

.257

.040 DIA.

.022 DIA.

8257
8257-0-00-XX-00-00-33-0
Solder mount in .026 mounting hole

.008

.240

.062 DIA.

.025 DIA.

5240
5240-0-00-XX-00-00-33-0
Solder mount in .029 mounting hole

.025

.390

.040 DIA.

.018 DIA.

.006

.236

.050 DIA.

.020 DIA.

.022

.272

.072 DIA.

.025 DIA.

2650
2650-0-00-XX-00-00-33-0
Solder mount in .029 mounting hole

.010

.160

.050 DIA.

.025 DIA.

5035
5035-0-00-XX-00-00-33-0
Solder mount in .029 mounting hole

.006

.351

.050 DIA.

.020 DIA.

4964
4964-0-00-XX-00-00-33-0
Solder mount in .024 mounting hole

.020

.185

.040 DIA.

.022 DIA.

9185
9185-0-00-XX-00-00-33-0
Solder mount in .026 mounting hole

.015

.320

.070 DIA.

.020 DIA.

8808
8808-0-00-XX-00-00-33-0
Solder mount in .024 mounting hole

.012

.172

.036 DIA.

.020 DIA.

5063
5063-0-00-XX-00-00-33-0
Solder mount in .024 mounting hole

.005

.253

.036 DIA.

.020 DIA.

SPECIFICATIONS:

Pin Material:  Brass Alloy 360, 1/2 Hard
( Except where noted )

Dimensions:  Inches

Tolerances On:   Lengths:       ± .005
Diameters:   ± .002
Angles:          ± 2 °

RoHS - 2
2011/65/EU

ORDER CODE:  XXXX - X - 00 - XX - 00 - 00 - XX - 0

BASIC PART # SPECIFY PIN FINISH:
01  200 μ” TIN/LEAD OVER NICKEL
80  200 μ” TIN OVER NICKEL (RoHS)
15  10 μ” GOLD OVER NICKEL (RoHS)
21  20 μ” GOLD OVER NICKEL (RoHS)
34  50 μ” GOLD OVER NICKEL (RoHS)

6547
6547-0-00-XX-00-00-33-0
Solder mount in .024 mounting hole
Also available on 24mm wide carrier tape:
1,080 parts per 13” reel.
Order as: 6547-0-57-XX-00-00-33-0


